
Applications
•	 Centrifugal compressors 

 
 

Performance Advantages
•	 Formulated with synthetic diester-based fluids to provide 

natural cleaning and detergent characteristics. 

•	 Provides maximum protection against wear, rust  
and corrosion. 

•	 Provides outstanding oxidative and thermal stability to 
withstand the most demanding applications. 

•	 Environmentall- friendly formulation with non-toxic and 
non-hazardous base stocks and additives. 

•	 Unmatched resistance to solid and deposit buildup. 

•	 Extended centrifugal compressor rating of up to 24,000 
hours reduces the customer’s maintenance costs.

Engineered Coolant for Centrifugal Compressors

TurboCool™ is a long-lasting, premium synthetic lubricant designed to enhance centrifugal compressor performance across a
wide range of moderate to severe applications and temperatures. Specially formulated for low-cost compressor operation at
peak efficiency, TurboCool delivers enhanced cleaning properties, all while offering maximum flexibility for the customer with
near-universal OEM lubricant compatibility.

Premium Centrifugal Compressors Coolants

The information on FS-Elliott and competitive products provided should only be used as a general guide. Product properties are typical results and should not serve as a sole resource for determining the correct 
product for a particular application. Please consult a FS-Elliott representative to ensure that the product is the correct choice for the application.

All products manufactured in the USA



TurboCool™ coolants resist water contamination, 
typically separating into two layers. Competitive 
OEM PAGs often form an emulsion when 
contaminated by water.

Competitive 
OEM PAG TurboCool™

The information on FS-Elliott and competitive products provided should only be used as a general guide. Product properties are typical results and should not serve as a sole resource for determining the correct 
product for a particular application. Please consult a FS-Elliott representative to ensure that the product is the correct choice for the application.

All products manufactured in the USA

Typical Performance Data
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Ideal for All Major Centrifugal Compressor Brands
Discover the remarkable performance enhancement TurboCool™ brings to both FS-Elliott and various other centrifugal 
compressor brands. With TurboCool™, you can effortlessly transition lubricants by adhering to FS-Elliott’s flushing procedures 
for a seamless experience.

Comprehensive Extended Life Maintenance 
The FS-Elliott philosophy is simple and consistent, combining unyielding reliability with leading-edge technology, maintenance 
intervals, and operational best practices to assure that vital operations are not compromised. This philosophy, along with 
comprehensive, full-life cycle servicing, has made FS-Elliott a worldwide leader in oil-free centrifugal air compressors.

PROPERTY TEST 
METHOD ISO 32 ISO 46 

Viscosity,

    cSt @ 0°C (SUS @ 100°F) ASTM D7042/
D445 340.6 (645) 645 (1193)

    cSt @ 40°C (SUS @ 100°F) ASTM D7042/
D445 32.7 (90.9) 47.4 (117.3)

    cSt @ 100°C (SUS @ 210°F) ASTM D7042/
D445 5.6 (42.1) 6.8 (44.2)

Viscosity Index ASTM D2270 107 97

Flash Point °C (°F) ASTM D92 229 (444) 224 (435)

Low Temperature fluidity:

    Pour Point, °C (°F) ASTM D97 -44 (-48) -39 (-39)

Total Acid Number (TAN), mg KOH/g ASTM D974 0.25 0.25

Demulsibility:

    ml at 54°C (130°F), 30 minutes ASTM D1401 40/40/0 40/40/0

Specific Gravity: ASTM D941 0.89 0.91

Copper Protection: 1a 1a

    Copper Corrosion, 3h @ 100°C ASTM D130 1a 1a

    Rust ASTM D665A Pass Pass

Foam Sequence, I, II, III ASTM D892 0/0/0 0/0/0

Engineered Coolant for Centrifugal Compressors

©FS-Elliott Co., LLC 2023 | Bulletin FSP107-1023


